
SINGLE CHARACTER MARKING

 Combination marker for Cable and pipe marking 
 one size for all diameters  
 Can be fitted directly to the cable dia. 
 For larger dia. cables used with SCS carrier strips 
 Made with soft highly  durable PVC  
 Highly durable in exposed environments
 with excellent readability  
 Print :  Hot stamped  
 Temperature range  0  to  85°C 
 Standard supply Black on Yellow  
(Black on  white available upon request)
Supplied in reels of 500 Nos  
solid number or Letter per roll  0 - 9, A 

 - , , / , blank 

 

 

SCS    MARKER  CARRIER STRIPS

 
Material : Nylon 6/6 , Flammability : UL 94V
 
Supplied in Bags of 100 Nos 
 
Available in  the following lengths  
 

SCS-065 - 65mm (L)x9mm(W)- 9 digits 
 

 SCS-100 -100mm(L)x9mm(W)- 16 digits
 

 SCS-135 -135mm(L)x9mm(W) – 23 digits 
 
 
 
 
 
 
 
 

SINGLE CHARACTER MARKING
 

Combination marker for Cable and pipe marking  

 range 3.5-7mm 
carrier strips  

Highly durable in exposed environments  

available upon request) 

9, A – Z, + , 

 

SK65   K TYPE MARKING 
  

  
 

 

SCS    MARKER  CARRIER STRIPS 

94V-2 

9 digits  

16 digits 

23 digits  

 
 

 

SINGLE CHARACTER MARKING 
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